Material Safety Data Sheet
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| MATERI AL SAFETY DATA SHEET |
o ot o e o o e o e e o e e e e e o e e e e e e e e meamaoo-- +
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| SECTION 1 - CHEM CAL PRCODUCT AND COWVPANY | DENTI FI CATI ON
e +
PRODUCT NAME : ALUM NUM ENAMEL 0002354
| DENTI FI CATI ON NUMBER: 7715 402
DATE PRI NTED : 07/03/00
PRODUCT USE/ CLASS . PROFESSI ONAL ENANMEL
SUPPLI ER: MANUFACTURER:
Rust - A eum Cor por ati on Rust - A eum Cor por ati on
11 Hawt hor n Par kway 11 Hawt hor n Par kway
Vernon Hills, Illinois Vernon Hills, Illinois
60061 USA 60061 USA
(847) 367-7700 Rust - A eum Cor p. (847) 367-7700 Rust - A eum Cor p.
8:00 AM 4: 30 PM 24-hr Ener. Assi st 8:00 AM 4: 30 PM 24-hr Ener. Assi st

PREPARER L.J. W, PHONE: 847-816-2445, PREPARE DATE: 06/ 28/00

e +
| SECTION 2 - COVPOSI TI OV | NFORVATI ON ON | NGREDI ENTS |
e +
WI/W %
I TEM - - e mm e e e o - - CHEM CAL NAME ----------m-- CAS NUMBER LESS THAN
01 St oddard Sol vent 8052-41-3 25.0 %
02 ALUM NUM 7429-90-5 20.0 %
03 Petroleum Di still at es 64742-47-8 20.0 %
04 XYLENE 1330-20-7 5.0 %
05 M XED COBALT CARBOXYLATES NOT AVAI LABLE 1.0 %

---------------------- EXPOSURE LIM TS -----ccemmmmaaaaamns

ACG H OSHA MVEXI CAN

| TEM TLV- TWA TLV- STEL PEL- TWA PEL- CEI LI NG TLV-TWA

01 100ppm N. E 100ppm N. E 100 PPM
02 10 M& M8 N. E. 15 M M3 N. E. N. E.
03 N. E. N. E. N. E. N. E. N. E.

04 100PPM 150PPM 100PPM N. E 100 PPM
05 N. E. N. E N. E. N. E N. E.
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(See Section 16 for abbreviation | egend)

(Conti nued on Page 2)

Product: 7715 402 Preparation Date: 06/28/00 Page 2

| SECTI ON 3 - HAZARDS | DENTI FI CATI ON |

*** EMERGENCY OVERVI EW ***: Causes eye irritation. Vapors irritating to
eyes and respiratory tract. Conbustible Iiquid and vapor. Harnful if

i nhal ed. May effect the brain or nervous system causi ng

di zzi ness, headache or nausea.

EFFECTS OF OVEREXPOSURE - EYE CONTACT: Causes eye irritation
EFFECTS OF OVEREXPOSURE - SKI N CONTACT: My cause skin irritation

EFFECTS OF OVEREXPOSURE - | NHALATION:  Harnful if inhaled. WMy cause
headaches and di zzi ness. Hi gh vapor concentrations are irritating to the
eyes, nose, throat and | ungs.

EFFECTS OF OVEREXPOSURE - | NGESTI ON:  Substance may be harnful if
swal | owed. Aspiration hazard if swall owed; can enter |ungs and cause
damage.

EFFECTS OF OVEREXPOSURE - CHRONI C HAZARDS: Reports have associ at ed
repeated and prol onged occupati onal overexposure to solvents w th pernanent
brain and nervous system damage. Overexposure to xylene in | aboratory

ani mal s has been associated with |iver abnormalities, kidney, lung, spleen,
eye and bl ood damage as wel |l as reproductive disorders. Effects in humans,
due to chronic overexposure, have included liver, cardiac abnornmalities and
nervous system damage. Contains a Cobalt conpound. |ARC |lists Cobalt and
Cobal t conpounds as as possi bl e human carci nogens (group 2B). However,
there is inadequate evidence of the carcinogenicity of cobalt and cobalt
conmpounds in humans and |inmted evidence in experinental aninals.

PRI MARY ROUTE(S) OF ENTRY: | NHALATI ON EYE CONTACT
| SECTION 4 - FIRST Al D MEASURES |

FIRST AID - EYE CONTACT: Hold eyelids apart and flush with plenty of water
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for at | ease 15 m nutes. Get nedical attention.

FIRST AID - SKIN CONTACT: Wash with soap and water. Get nedical attention
if irritation devel ops or persists.

FIRST AID - | NHALATION: Renove to fresh air. If not breathing, give
artificial respiration. If breathing is difficult, give oxygen. GCet
i mredi at e nedi cal attention.

FIRST AID - I NGESTION: Aspiration hazard: Do not induce vomting or give
anyt hi ng by nouth because this material can enter the |lungs and cause
severe lung danage. GCet immedi ate nedical attention.

(Conti nued on Page 3)

Product: 7715 402 Preparation Date: 06/28/00 Page 3
S +
| SECTION 5 - FI RE FI GHTI NG MEASURES |
e +
FLASH PO NT: 105 F LONER EXPLCSI VE LIM T: 0.6 %

UPPER EXPLCSI VE LIM T: 6.6 %
AUTO GNI TI ON TEMPERATURE: ND
EXTI NGUI SHI NG MEDI A:  DRY CHEM CAL FOAM WATER FOG
UNUSUAL FI RE AND EXPLOSI ON HAZARDS: Keep containers tightly cl osed.

SPECI AL FI REFI GHTI NG PROCEDURES: Water may be used to cool closed
containers to prevent pressure buil dup and possible autoignition or
expl osion. Evacuate area and fight fire froma safe di stance.

| SECTI ON 6 - ACCI DENTAL RELEASE MEASURES |

STEPS TO BE TAKEN I N CASE MATERI AL IS RELEASED OR SPI LLED: Contain spilled
[iquid with sand or earth. DO NOT use conbustible materials such as
sawdust. Dispose of according to local, state (provincial) and federal
regul ations. Do not incinerate closed containers.

| SECTI ON 7 - HANDLI NG AND STORAGE
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HANDLI NG Wash thoroughly after handling. Wsh hands before eating.
Foll ow al |l MSDS/ | abel precautions even after container is enptied because
it may retain product residues. Avoid breathing vapor or mst. Avoid
contact with eyes.

STORAGE: Keep containers tightly closed. Isolate fromheat, electrica
equi pnent, sparks and open flane. Keep away from heat, sparks, flane and
sources of ignition. Keep container closed when not in use.

| SECTI ON 8 - EXPOSURE CONTROLS/ PERSONAL PROTECTI ON |

ENG NEERI NG CONTRCOLS: Use process encl osures, |ocal exhaust ventilation,
or other engineering controls to control airborne |evels bel ow reconmended
exposure limts. Prevent build-up of vapors by opening all doors and

wi ndows to achi eve cross-ventilation.

RESPI RATORY PROTECTION: A respiratory protection programthat neets OSHA
1910. 134 and ANSI Z88.2 requirenents nust be foll owed whenever workpl ace

conditions warrant a respirator's use. A N OSH MSHA approved air purifying
respirator with an organic vapor cartridge or cani ster nmay be perm ssible
under certain circunstances where airborne concentrations are expected to
exceed exposure limts. Protection provided by air purifying respirators
is limted. Use a positive pressure air supplied respirator if there is

(Conti nued on Page 4)
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| SECTI ON 8 - EXPOSURE CONTROLS/ PERSONAL PROTECTI ON |

any potential for an uncontrolled rel ease, exposure |evels are not known,
or any other circunstances where air purifying respirators may not provide
adequat e protection.

SKIN PROTECTI ON:  Use inpervious gloves to prevent skin contact and
absorption of this material through the skin. Nitrile or Neoprene gl oves
may afford adequate skin protection.

EYE PROTECTI ON: Use safety eyewear designed to protect against splash of
[iquids.

OTHER PROTECTI VE EQUI PMENT: Refer to safety supervisor or industrial
hygi eni st for further information regarding personal protective equi pnent
and its application.

HYG ENI C PRACTI CES: Wash thoroughly with soap and water before eating,
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dri nki ng or snoki ng.

g +
| SECTION 9 - PHYSI CAL AND CHEM CAL PROPERTI ES |
oo o o o e e e e e e e e e e e e e e e e e e meeeeeee oo +
BOI LI NG RANGE . 276 - 383 F VAPOR DENSITY : Is heavier than air

CDOR : SOLVENT ODOR THRESHOLD : ND

APPEARANCE . LIQUID EVAPORATI ON RATE: |'s slower than Ether
SOLUBI LI TY IN H20 : | NSOLUBLE

FREEZE POl NT : ND SPECI FI C GRAVI TY: 1.2145

VAPOR PRESSURE  : ND pH @0.0 % : ND

PHYSI CAL STATE  : LIQUD VI SCOs| TY : ND

COEFFI Cl ENT OF WATER/ O L DI STRI BUTI ON: ND

(See Section 16 for abbreviation | egend)

| SECTI ON 10 - STABILITY AND REACTIVITY

CONDI TIONS TO AVO D:  Avoid all possible sources of ignition.

| NCOVPATI BILITY: Inconpatible with strong oxidi zi ng agents, strong acids
and strong al kal i es.

HAZARDOUS DECOMPOSI TI ON PRODUCTS: By open fl ane, carbon nonoxi de and
carbon di oxi de. Wen heated to deconposition it emts acrid snoke and
irritating fumes.

HAZARDOUS POLYMERI ZATION: WI I not occur under normal conditions.

STABILITY: This product is stable under normal storage conditions.

(Conti nued on Page 5)
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| SECTI ON 11 - TOXI COLOG CAL PROPERTI ES |

COMPONENT TOXI COLOG CAL | NFORMATI ON

----------- CHEM CAL NAME ----------- ------ LD6O ------ ------ LCB0 ------
St oddard Sol vent 4900ny/ kg(rat) N. E

ALUM NUM >5000 Md M3 N. E.

Petroleum Di still ates >5000ny/ kg No | nformation
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XYLENE RAT 4300M& KG RAT 5000PPM 4HR

M XED COBALT CARBOXYLATES 1200- 1600 ME KGRAT >5.0 ME L RAT
oo +
| SECTI ON 12 - ECOLOG CAL | NFORMATI ON
g +

ECOLOAd CAL | NFORVATI ON: Product is a mxture of listed conponents.
According to our raw material suppliers, all conponents are listed on the
TSCA inventory as required or neet the polyner exenption as defined in
Section 5.5.2 of the Toxic Substances Control Act.

| SECTI ON 13 - DI SPOSAL CONSI DERATI ONS |

DI SPOSAL METHOD: Dispose of material in accordance to |local, state and
federal regulations and ordinances. Do not allow to enter stormdrains or
sewer systens.

| SECTI ON 14 - TRANSPORTATI ON | NFORVATI ON

DOT PROPER SHI PPI NG NAME: PAI NT

DOT TECHNI CAL NANME:

DOT HAZARD CLASS:. 3 HAZARD SUBCLASS:

DOT UN NA NUVBER: UN1263 PACKI NG GROUP: |11 RESP. GUI DE PACGE: 127
o o m e o e o o e e e e e e o e e o e e e e e e e e e e mee—eeao oo +
| SECTI ON 15 - REGULATORY | NFORVATI ON |
o o m e o e e e e e e e e e e e e e e e e e e e e e e e e e mmeeomeeao oo +

U S. FEDERAL REGULATI ONS: AS FOLLOAG -

OSHA: Hazardous by definition of Hazard Conmuni cation Standard (29 CFR
1910. 1200)

(Conti nued on Page 6)
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| SECTI ON 15 - REGULATORY | NFORVATI ON

CERCLA - SARA HAZARD CATEGORY:

Thi s product has been reviewed according to the EPA ' Hazard Categori es'
pronul gat ed under Sections 311 and 312 of the Superfund Amendnent and
Reaut hori zation Act of 1986 (SARA Title Il1l) and is considered, under
applicable definitions, to neet the foll ow ng categori es:

| MVEDI ATE HEALTH HAZARD CHRONI C HEALTH HAZARD FI RE HAZARD REACTI ON
HAZARD

SARA SECTI ON 313:

Thi s product contains the foll ow ng substances subject to the reporting
requi renents of Section 313 of Title Ill of the Superfund Arendnents and
Reaut hori zation Act of 1986 and 40 CFR Part 372:

----------- CHEM CAL NAME ----------- CAS NUMBER WI/W % S LESS THAN
ALUM NUM 7429-90-5 20.0 %
XYLENE 1330- 20-7 5.0 %
M XED COBALT CARBOXYLATES NOT AVAI LABLE 1.0 %

U S. STATE REGULATI ONS: AS FOLLOWS -

NEW JERSEY RI GHT- TO- KNOW
The followi ng material s are non-hazardous, but are anong the top five
conponents in this product:

----------- CHEM CAL NAVE -=--------- CAS NUMBER
ALKYD RESI N NOT AVAI LABLE

PENNSYLVANI A Rl GHT- TO- KNOW
The foll owi ng non-hazardous ingredients are present in the product at
greater than 3%

----------- CHEM CAL NAVE -=--------- CAS NUMBER
ALKYD RESI N NOT AVAI LABLE

CALI FORNI A PROPCSI Tl ON 65:

WARNI NG The chem cal (s) noted bel ow and contained in this product, are
known to the state of California to cause cancer, birth defects or other
reproductive harm

----------- CHEM CAL NAME ----------- CAS NUMBER

According to our raw naterial suppliers no Proposition 65 chem cals exi st
in this product above OSHA de mininmus levels. Al products conply with

| abel provisions of Proposition 65.
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| NTERNATI ONAL REGULATI ONS: AS FOLLOWS -
CANADI AN VHM S: Thi s MSDS has been prepared in conpliance with Controlled

Product Regul ati ons except for use of the 16 headi ngs.

(Conti nued on Page 7)
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| SECTI ON 15 - REGULATORY | NFORVATI ON |

g +
| SECTI ON 16 - OTHER | NFORMATI ON
g +
HM S RATI NGS - HEALTH: 2* FLAMVABI LI TY: 2 REACTIVITY: O

PREVI QUS MSDS REVI SI ON DATE: 05/11/00

LEGEND: N A - Not Applicable, N.E. - Not Established,
N.D. - Not Determ ned

No | nfornation.
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The information contained on this MSDS has been checked and shoul d be
accurate. However, it is the responsibility of the user to conply wth all
Federal, State, and Local |aws and regul ati ons.
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